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Solid Waste Management SM-6

  

  

Source: Caltrans Construction Site Best Management Practices Manual, 2003. 

Description Practices and procedures to prevent or reduce the discharge of 
pollutants from construction site wastes to the drainage system or 
adjacent water bodies. 

  
Applications Construction projects generating non-hazardous solid wastes from 

construction and demolition (C&D) activities.  These wastes include 
C&D wastes, inert fill material, and recycle/reuse material. 
 
C&D wastes include materials originating from the demolition of roads, 
buildings, or other structures.  Materials generated from these 
activities include concrete, brick, bituminous concrete, wood, masonry, 
composition roofing, roofing paper, steel, plaster, and minor amounts 
of metals. 
 
Inert fill materials are wastes that are not contaminated with hazardous 
materials such as asbestos or lead-based paint.  Inert fill materials do 
not decompose or produce leachate or other products harmful to the 
environment.  Inert fill materials include earth, soil, rock, cured asphalt, 
brick, and clean concrete (no exposed steel-reinforcing rod) with no 
dimension greater than eight inches. 
 
Recycle/reuse materials include but are not limited to: asphalt 
pavement, cardboard, concrete aggregate (no LBP, asbestos-free), 
electronic equipment, excavated rock, soil (uncontaminated), Freon 
from appliances, glass, green waste, metals, ferrous/non-ferrous, used 
tires, wood and lumbers, furniture, etc. 
 



 

   

State of Hawaii 
DOT, Highways Division 
Construction BMP Field Manual 

SM-6-2 January 2008 

 

 

Solid Waste Management SM-6

  

  
Installation and 
Implementation 
Requirements 

� Separate contaminated clean up materials from C&D wastes.  
Contamination may be from hazardous substances, friable 
asbestos, waste paint, solvents, sealers, or adhesives. 

� Inert fill material shall not contain vegetation, organic material, or 
other solid waste. 

� Inert fill materials shall not be mixed with other C&D waste. 
  
Limitations None 
  
Inspections and 
Maintenance 

� Inspect construction waste and recycling areas regularly. 
� Schedule solid waste collection regularly. 
� Schedule recycling activities based on construction/demolition 

phases. 


